
Benefits:
Stylish External Sounder
Unique modern Styling
Choice of 2 Models
Internal Protection Against Harsh
Environments for Long Life
Engineer Friendly
Ultra-Low Current Consumption
Economic Multiple Installations
Individual Cover Logo can be supplied

Features:
• POLYCARBONATE COVER
• ELECTRONICS FULLY ENCLOSED IN   

POLYCARBONATE BACKPLATE & COVER
• SINGLE OR DUAL PIEZO OPTION
• UNIQUE HIGH O/P LOW CURRENT PIEZO 

DRIVE
• TWIN LEDS
• 15 MINUTE CUT OF TIMER
• SAB/SCB OPTION WITH ON BOARD BATTERY
• ENGINEER MODE FOR SILENT START UP
• FRONT AND REAR TAMPER
• MICROPROCESSOR CONTROL
• LOW CURRENT START UP ON STROBE 

(POWER SAVING AFTER 15 MINS)
• SCREEN PRINTING AVAILABLE 

External Sounders
you can rely on
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The Quartz Range of external sirens feature a solid coloured Polycarbonate outer cover fitted
over a polycarbonate backplate.The electronics module is protected by the polycarbonate
backplate and PCB cover and conformal coated to withstand harsh environments.

All Elmdene sirens comply with the latest Regulations including:

EN 50131-1 EN 61000-6-3

EN 50130-4 PD 6662:2004

SPECIFICATION 3000 1000

No of Piezos 2 1

Sound Output (dBA at 1m) 115 112

Operating Voltage 9-15Vdc (13.8V nom) 9-15Vdc (13.8V nom)

Siren Operating Current Nominal 130mA 130mA

Strobe Operating Current  Nominal 100mA 100mA

Cut off timer 5 secs/15 minutes 5 secs/15 minutes

Twin LEDS Flashing Flashing

Base Plate Polycarbonate 3.0 mm Polycarbonate 3.0 mm

Inner Cover Polycarbonate 3.0 mm Polycarbonate 3.0 mm

Outer Cover Polycarbonate 3.0 mm Polycarbonate 3.0 mm

Silent Engineer Mode Yes Yes

Replaceable Battery Yes Yes

Internal Battery 6v NiMH 6v NiMH

Tamper Detection Cover, Rear Cover, Rear

Siren & Strobe Trigger Independent Independent

Screen printing area mm 260 x 212 max 260 x 212 max

External Dimensions mm 325w x 300h x 66d 325w x 300h x 66d


